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CITY OF BANNING
ELECTRIC UTILITY

THIS STANDARD SHOWS THE REQUIREMENTS FOR A PHOTOVOLTAIC SINGLE-PHASE BASIC SYSTEM WITH A CENTRAL INVERTER
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A. MAIN SERVICE PANEL MUST COMPLY WITH CEC LATEST REVISION AND OPERATE IN A SAFE MANNER.
| 1. C.0.B. ELECTRIC UTILITY WILL NOT ALLOW INTERCONNECTION WITH ANY UNSAFE CONDITIONS.

B. PRODUCTION METER PROVIDED AND INSTALLED BY C.0.B. ELECTRIC UTILTY AT CUSTOMERS EXPENSE, METER SOCKET PROVIDED BY INSTALLER.
C.0.B. ELECTRIC UTILITY WILL ACTIVATE THE PV SYSTEM AFTER T MEETS ALL REQUIREMENTS, AND PASSES ALL INSPECTIONS.

1. CENTER OF METER MUST BE INSTALLED BETWEEN 4'0" AND 6'3" ABOVE FINAL GRADE.

C. LOCKABLE KNIFE-BLADE UTILITY A.C. DISCONNECT TO BE LOCATED WITHIN 10" AND LINE OF SIGHT OF SERVICE PANEL AND MUST COMPLY WITH EUSERC DWG 501.
D. INVERTER MUST COMPLY WITH UL1741 REQUIREMENTS. GROUNDING ELECTRODE SYSTEM MUST COMPLY WITH LATEST REVISION OF CEC ARTICLE 690.47.

1. SEPARATE D.C. DISCONNECT AT GRADE LEVEL REQUIRED ONLY IF INVERTER DOES NOT HAVE AN INTEGRATED D.C. DISCONNECT

NOTE. A LEASED SYSTEM MAY INCLUDE A SEPARATE METER PROVIDED AND INSTALLED BY THE LEASING COMPANY.

1. LEASED METER WILL NOT BE INSTALLED BETWEEN PRODUCTION METER AND MAIN SERVICE PANEL
:MLPVS\‘STEMSHLSTWJPLYWHTHELATETWTO C-ZARTK'.‘I.ESGGOANDM

ALL SIGNS SHALL BE OF SUFFICIENT DURABILITY TO WITHSTAND THE
MSGNSMBEPERMANENTLYATTAG-EDBYMEANSOFEPOWORWT ABLE FOR THE ENVIRONMENT (SCREWS OR RIVETS ARE NOT ALLOWED).
MLSIGNSSHN.LBEEITHER%ETALORPLASIEMIHENGMLETTERSHACHNEPRN!‘EDLETTEE.WEECTRO—FHUTOPLMINGWSNIEDMTH LETTERING.
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CITY OF BANNING

ELECTRIC UTILITY THIS STANDARD SHOWS THE REQUIREMENTS FOR A PHOTOVOLTAIC SINGLE—PHASE BASIC SYSTEM WITH MICRO INVERTERS

NOTES:

A. MAIN SERVICE PANEL MUST COMPLY WITH CEC LATEST REVISION AND MUST OPERATE IN A SAFE MANNER.
1. C.0.B. ELECTRIC UTILITY WILL NOT ALLOW INTERCONNECTION WITH ANY UNSAFE CONDITIONS.

METER PROVIDED AND INSTALLED BY C.0.B. ELECTRIC UTILITY AT CUSTOMERS EXPENSE, METER SOCKET PROVIDED BY INSTALLER.
" C.08. mmwmmmmwwmmmnmunmwmm AND PASSES ALL INSPECTIONS.

1. CENTER OF METER MUST BE INSTALLED BETWEEN 4'0° AND 6'3" ABOVE FINAL GRADE.

C. LOCKABLE KNIFE—-BLADE UTILITY A.C. DISCONNECT TO BE LOCATED WITHIN 10° AND UINE OF SIGHT OF SERVICE PANEL AND MUST COMPLY WITH EUSERC DWG S01
D. INVERTER MUST COMPLY WITH UL1741 REQUIREMENTS. GROUNDING ELECTRODE SYSTEM MUST COMPLY WITH LATEST REVISION OF CEC ARTICLE 690.47

1. SEPARATE D.C. DISCONNECT AT GRADE LEVEL REQUIRED ONLY F INVERTER DOES NOT HAVE AN INTEGRATED D.C. DISCONNECT
NOTE. A LEASED SYSTEM MAY INCLUDE A SEPARATE METER PROVIDED AND INSTALLED BY THE LEASING COMPANY,

1. LEASED METER WILL NOT BE INSTALLED BETWEEN PRODUCTION METER AND MAIN SERVICE PANEL

* ALL PV SYSTEMS MUST COMPLY WITH THE LATEST REVISION TO CEC ARTICLES 690 AND 705.
* ALL NECESSARY CLEARANCES SHALL COMPLY WITH CEC ARTICLE 110.26.

ALLSGNSORHRECTUHESSHALLEATT!CHEDTO“‘EE.ECTR‘!CEQWPMENTMLOCATEDADMCENTTOMWHEDEM(ASWBYNEW)
* ALL SIGNS SHALL BE OF SUFFICIENT DURABILITY TO WITHSTAND THE ENVIRONMENT.

ALL SIGNS SHALL BE PERMANEMLYATTACHEDBYMEMSOFEPOXYOREOUI\W.EHTSUITAB(EFDRTHEE’MMT(SCRMDRRNEISARENOTN.LWED)
+ ALL SIGNS SHALL BE EITHER METAL OR PLASTIC WITH ENGRAVED LETTERS, MACHINE PRINTED LETTERS, OR

PLATING LETTERS IN RED WITH WHITE LETTERING.
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